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Spartech is a 
U.S. based company.

Spartech’s PolyPrime® line of products o�ers many 
unique brands for a variety of applications. 
ProMotion 2.0® o�ers a non-blocking sheet, feeds 
at the rate of your press, and is popular for its 
notable clarity.

ProMotion 2.0® SPECIFICATIONS

 

BENEFITS

•  Non-blocking
•  Improved clarity
•  Lower cost to PET & PVC
•  Lower weight to PET & PVC
•  Easy to convert
•  UV printable for screen, digital & o�set
•  Recyclable - #5 plastic

APPLICATIONS

•  Folding cartons
•  Signage
•  Menus
•  Secondary Packaging
•  Point of Sale Displays
•  Die Cut pieces & covers
•  Tags

Order Size      1000 lb min

Appearance      Clear

Gauge       0.014 - 0.045

Opacity Range (based on 0.012G)    89-91%

Roll Stock   Web Width Min 12”
    Web Width Max 48”(may vary based on gauge)

Roll Diameter  Minimum  12”
    Maximum  32”

Sheet Stock   Width Min  12”
    Width Max  48”(may vary based on gauge or finish)

    Length Min  24”
    Length Max  96”

Core Size      6” core

Surface Treat   Corona  2 sides  Greater than 45 dyne level

Surface Finish  Gloss/ProMotion

ProMotion 2.0® TYPICAL PHYSICAL PROPERTIES

For detailed physical properties information on this branded product, please contact your sales representative or go to 
spartech.com to request materials.


