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 Technical Data Sheet 

UltraTuf PETG MED       

Copolyester 

 

 

 

UltraTuf PETG MED sheets or roll stock are excellent for rigid thermoformed packaging material. Crystal 
clear, this product offers exceptional clarity for applications demanding high product visibility. PETG 
material complies with relevant FDA regulations, making it an ideal choice for a variety of medical 
applications. Meets FDA Food Packaging Regulation 21CFR 177.1315(b)(1) and Food Contact Notifications 
No. 179 and 1234. Also meet ISO 10993 and is USP Class VI compliant. The resin has the following USA 
FDA Drug Master File Number 9987. Available in clear or blue tint with gauges ranging from 0.010” to 
0.236”. 
 

 

    

  

 

  

Property Test Method Value* 

Specific Gravity ASTM D-792 1.27 

Vicat Softening Temperature ASTM – D1525 185 °F 

Refractive Index ASTM D-542 1.57 

Heat Deflection Temperature (@66 psi) ASTM D-648 158 °F 

Heat Deflection Temperature (@264 psi) ASTM D-648 147 °F 

  *All values based on 0.125" unless otherwise stated 

 

 

 

For additional information, please contact Spartech at 800-677-4338 (800-67-SHEET), e-mail info@spartech.com or visit our website 
at www.spartech.com  

 

Product Description 

Technical Properties 

mailto:info@spartech.com
http://www.spartech.com/

